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MODEL DH 44INOX
35 ÷ 99 %

       

3 ÷ 35 °C

*
   

dB(A)

 

TS 63 - 53 °C

LRA 16 A
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FIGURES - ABBILDUNGEN
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FIGURES - ABBILDUNGEN
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THE UNIT IS SEALED AND CONTAINS 
FLUORINATED GREENHOUSE GASES 
COVERED BY KYOTO PROTOCOL. 
THE “GWP” IS LISTED IN THE “TECHNICAL 
SPECIFICATIONS TABLE”.

SAFETY WARNINGS

[if present]

DEHUMIDIFIERS 
DESCRIPTION

FUNCTIONS

[if present]

[if present]

CONTROL PANEL

DEFROST

WORKING

POWER

FULL
[if present]



en

HUMIDITY GAUGE

REMOTE HYGROSTAT 
CONNECTION

HOUR COUNTER

FIRST IGNITION

[if present]

IF THE DEHUMIDIFIER DOES 
NOT START OR DOES NOT 
DEHUMIDIFY

[if present]

[if present]

CONNECTION TO A 
DISCHARGE PIPE

[if present]

PERIODIC MAINTENANCE
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de

DAS BAUTEIL IST VERSIEGELT UND ENTHÄLT 
FLUORKOHLENWASSERSTOFFHALTIGE 
TREIBHAUSGASE ENTSPRECHEND DES KYOTO 
PROTOKOLLS. 
DAS TREIBHAUSPOTENTIAL “GWP” WIRD IM 
TECHNISCHEN “DATENBLATT ANGEGEBEN”.

SICHERHEITSHINWEISE

BESCHREIBUNG DES 
ENTFEUCHTER

FUNKTIONSWEISE

[wo 
anwesend]

[wo anwesend] 

STEUERUNG



de

[wo anwesend]

FEUCHTIGKEITSMESSER

ANSCHLUSS DES 
HYGROSTAT

STUNDENZÄHLER

ERSTE INBETRIEBNAHME

[wo anwesend]

WENN DER ENTFEUCHTER 
SICH NICHT EINSCHALTET 
ODER NICHT ENTFEUCHTET

[wo anwesend]

[wo anwesend]

ANSCHLUSS AN EIN 
ABFLUSSROHR

[wo anwesend] 

REGELMÄSSIGE WARTUNG



WIRING DIAGRAMS - SCHALTPLÄNE
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MCS ITALY S.p.A. Via Tione, 12  - 37010 -  Pastrengo (VR) ITALY

DH 44INOX

2006/95/CE, 2004/108/CE, 2006/42/CE, RoSH 2002/95/CE
CEI-EN 60335-2-40, CEI-EN 55014-1, CEI-EN 55014-2

97/23/CE (PED)

Pastrengo, 16/02/2015  
Stefano Verani (CEO MCS Group)




